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(6) For Class 7 (radioactive) mate-
rials, the number of packages,
overpacks or freight containers their
category, transport index (if applica-
ble), and their location aboard the air-
craft;

(7) Confirmation that the package
must be carried on cargo aircraft only
if its transportation aboard passenger-
carrying aircraft is forbidden; and

(8) An indication, when applicable,
that a hazardous material is being car-
ried under terms of an exemption.

(b) A copy of the written notification
to pilot-in-command shall be readily
available to the pilot-in-command dur-
ing flight. Emergency response infor-
mation required by subpart G of part
172 of this subchapter must be main-
tained in the same manner as the writ-
ten notification to pilot-in-command
during transport of the hazardous ma-
terial aboard the aircraft.

[Amdt. 175–25, 47 FR 54823, Dec. 6, 1982, as
amended by Amdt. 175–30, 48 FR 53713, Nov.
29, 1983; Amdt. 175–32, 49 FR 45750, Nov. 20,
1984; Amdt. 175–35, 50 FR 49394, Dec. 2, 1985;
Amdt. 175–45, 55 FR 875, Jan. 10, 1990; Amdt.
175–47, 55 FR 52685, Dec. 21, 1990; Amdt. 175–52,
59 FR 67518, Dec. 29, 1994]

§ 175.35 Shipping papers aboard air-
craft.

(a) A copy of the shipping papers re-
quired by § 175.30(a)(2) must accompany
the shipment it covers during transpor-
tation aboard an aircraft.

(b) The documents required by para-
graph (a) of this section and § 175.33
may be combined into one document if
it is given to the pilot-in-command be-
fore departure of the aircraft.

§ 175.40 Keeping and replacement of
labels.

(a) Aircraft operators who engage in
the transportation of hazardous mate-
rials must keep an adequate supply of
the labels specified in subpart E of part
172 of this subchapter, on hand at each
location where shipments are loaded
aboard aircraft.

(b) Lost or detached labels for pack-
ages of hazardous materials must be re-
placed in accordance with the informa-
tion provided on the shipping papers.

Subpart B—Loading, Unloading
and Handling

§ 175.75 Quantity limitations aboard
aircraft.

(a) Except as provided in § 175.85(c)(3),
no person may carry on an aircraft:

(1) A hazardous material except as
permitted by this subchapter:

(2) More than 25 kg (55 pounds) net
weight of hazardous material (and in
addition thereto, 75 kg (165 pounds) net
weight of Division 2.2 (non-flammable
compressed gas) materials permitted to
be carried aboard passenger-carrying
aircraft:

(i) In an inaccessible cargo compart-
ment,

(ii) In any freight container within
an accessible cargo compartment, or

(iii) In any accessible cargo compart-
ment in a cargo aircraft only in a man-
ner that makes it inaccessible unless in
a freight container;

(3) Packages containing Class 7 (ra-
dioactive) materials when their com-
bined transport index number (deter-
mined by adding together the transport
index numbers shown on the labels of
the individual packages and/or
overpacks):

(i) In passenger carrying aircraft, ex-
ceeds 50.0 or, for any single package,
exceeds 3.0, or

(ii) In cargo aircraft only, exceeds
200.00 (for fissile Class 7 (radioactive)
materials, see § 175.702(b)(2)(iv)) or, for
any single package, exceeds 10.0.

(b) No limitation applies to the num-
ber of packages of Class 9 (miscellane-
ous hazardous) materials, or ORM–D
materials aboard an aircraft.

[Amdt. 175–1A, 41 FR 40686, Sept. 20, 1976, as
amended by Amdt. 175–13, 45 FR 20101, Mar.
27, 1980; Amdt. 175–25, 47 FR 54823, Dec. 6,
1982; Amdt. 175–29, 48 FR 50461, Nov. 1, 1983;
Amdt. 175–47, 55 FR 52685, Dec. 21, 1990]

§ 175.78 Stowage compatibility of
cargo.

(a) For stowage on an aircraft, in a
cargo facility, or at any other area at
an airport designated for the stowage
of hazardous materials, packages con-
taining hazardous materials which
might react dangerously with one an-
other may not be placed next to each
other or in a position that would allow
a dangerous interaction in the event of
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leakage. As a minimum, the segrega- tion prescribed in the following Table
must be maintained.
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(b) No person may stow a package la-
beled BLASTING AGENT on an air-
craft next to, or in a position that will
allow contact with a package of special
fireworks or railway torpedoes.

[Amdt. 175–1, 41 FR 16106, Apr. 15, 1976, as
amended by Amdt. 175–8, 44 FR 31184, May 31,
1979; Amdt. 175–22, 47 FR 24587, June 7, 1982;
Amdt. 175–25, 47 FR 54823, Dec. 6, 1982; Amdt.
175–30, 48 FR 53713, Nov. 29, 1983; Amdt. 175–
50, 58 FR 50505, Sept. 27, 1993]

§ 175.79 Orientation of cargo.
(a) A package containing hazardous

materials marked ‘‘THIS SIDE UP’’ or
‘‘THIS END UP’’, or with arrows to in-
dicate the proper orientation of the
package, must be stored and loaded
aboard an aircraft in accordance with
such markings.

(b) A package containing liquid haz-
ardous materials not marked as indi-
cated in paragraph (a) of this section,
must be stored and loaded with clo-
sures up (other than side closures in
addition to top closures).

[Amdt. 175–25, 47 FR 54823, Dec. 6, 1982]

§ 175.81 Securing of packages contain-
ing hazardous materials.

(a) Packages containing hazardous
materials must be secured in an air-
craft in a manner that will prevent any
movement in flight which would result
in damage to or change in the orienta-
tion of the packages.

(b) Packages containing Class 7 (ra-
dioactive) materials must be secured in
a manner that insures that the separa-
tion requirements of §§ 175.701 and
175.702 will be maintained at all times
during flight.

[Amdt. 175–25, 47 FR 54823, Dec. 6, 1982, as
amended by Amdt. 175–47, 55 FR 52685, Dec.
21, 1990]

§ 175.85 Cargo location.
(a) Except as provided in § 175.10, no

person may carry a hazardous material
subject to the requirements of this sub-
chapter in the cabin of a passenger-car-
rying aircraft or on the flight deck of
any aircraft. Hazardous materials may
be carried in a main deck cargo com-
partment of a passenger-aircraft pro-
vided that the compartment is inacces-
sible to passengers and that it meets
all certification requirements for a

Class B aircraft cargo compartment as
provided in 14 CFR 25.857(b).

(b) Each package containing a haz-
ardous material acceptable only for
cargo aircraft must be loaded in such a
manner that a crew member or other
authorized person can see, handle and
when size and weight permit, separate
such packages from other cargo during
flight.

(c) Notwithstanding the provisions of
paragraph (b) of this section:

(1) When packages of the following
hazardous materials are carried on
cargo aircraft only, they may be car-
ried in a location which is inaccessible
to a crewmember during flight and are
not subject to the weight limitation
specified in paragraph (a)(2) of § 175.75
of this subchapter.

(i) Class 7 (radioactive) materials,
(ii) Division 6.1 (poisonous) materials

(except those labeled FLAMMABLE),
(iii) Materials in Division 6.2 (etio-

logic or infectious substances),
(iv) Class 3 (flammable liquid) mate-

rials with a flashpoint above 23 °C (73
°F) that do not meet the definition of
another hazardous class,

(v) Class 9 (miscellaneous hazardous)
materials, and ORM–D materials.

(2) When packages of hazardous ma-
terials acceptable for cargo-only or
passenger-carrying aircraft are carried
on cargo aircraft only where other
means of transportation are imprac-
ticable or not available, packages may
be carried in accordance with proce-
dures approved in writing by the FAA
Air Transportation Security Field Of-
fice responsible for the operator’s over-
all aviation security program or the
FAA Air Transportation Security Divi-
sion in the region where the operator is
located.

(3) When packages of hazardous ma-
terials acceptable for cargo-only or
passenger-carrying aircraft are carried
on small, single pilot, cargo aircraft
only being used where other means of
transportation are impracticable or
not available, they may be carried
without quantity limitation as speci-
fied in § 175.75 in a location that is not
accessible to the pilot if:

VerDate 06-FEB-97 08:46 Feb 12, 1997 Jkt 167196 PO 00000 Frm 00624 Fmt 8010 Sfmt 8010 E:\CFR\167196.048 167196


		Superintendent of Documents
	2010-10-28T23:33:25-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




